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ARCHITECTURE FOR A FASTER 
MAX* COMPUTATION 

BACKGROUND OF THE INVENTION 

1. Field Of The Invention 

The present invention relates generally to wireless communications systems and, more 
particularly, to turbo decoders used in wireless communications. 

2. Description Of The Related Art 

This section is intended to introduce the reader to various aspects of art that may be 
related to various aspects of the present invention, which are described and/or claimed below. 
This discussion is believed to be helpful in providing the reader with background information 
to facilitate a better understanding of the various aspects of the present invention. 
Accordingly, it should be understood that these statements are to be read in this light, and not 
as admissions of prior art. 

Although the first mobile telephone system for public use was developed in 1946, and 
improved in 1965, modern wireless technology was introduced in 1970 as the Advanced Mobile 
Phone Service (AMPS), which is the American analog cellular standard. Despite this early 
development, the first commercial cellular system began operating in Chicago in 1983, hus 
giving rise to one of the fastest growing consumer technologies in history. Indeed, so many 
people subscribed to cellular service by the mid-1990s that the critical problem for cellular 
carriers became that of capacity. Accordingly, cellular providers had to develop ways to derive 
more capacity. 



The most extreme and costly method to increase capacity involved reducing cell sizes 
and introducing additional base stations. However, in many large metropolitan areas, it became 
increasingly difficult and costly to obtain permits to erect base stations and antennas. 
Accordingly, cellular providers desired a solution for increasing system capacity without 
5 requiring more base stations. One proposed solution involved the use of digital technology. 

The first all digital systems, Personal Communication Services (PCS), were introduced 
in the United States in the mid-1990s. PCS is referred to as the second generation wireless 
service, with the first generation mobile telephone service being the analog service mentioned 
10 above. Various digital wireless technologies were developed, including Time Division Multiple 
Access (TDMA), Code Division Multiple Access (CDMA), and Global System for Mobile 
Communications (GSM). Because the advent of digital wireless communications greatly 
increased the capacity of wireless networks, cellular providers had more capacity to sell to eager 
subscribers. Thus, the rate of cellular subscriptions continued to increase. 

15 

There is currently a move to develop a global standard for wireless technology, which 
has been dubbed the third generation or "3G" wireless standard. It is likely that the third 
generation wireless technology will be an enhanced version of one of the three digital wireless 
technologies mentioned above. It is expected that such standardization will not only lead to 
20 further increases in capacity, but also lead to lower cost and increased efficiencies due to 
standardized networks that may be shared amongst various cellular providers. 

As a result of the third generation developments, and in view of the likely continued 
increase in consumer demand, portable wireless applications, such as voice and/or data 
communications, will require greater rates at lower channel signal-to-noise ratios than ever 



3 



before. Accordingly, developers are seeking techniques that provide faster and more reliable 
digital communications, while also reducing power consumption of the battery-powered 
portable devices used for such communication. 



5 To achieve more reliable data transmission, more advanced error correcting techniques 

are being considered. One error correction technique known as turbo coding has a greater error 
correction capability than previously used codes, and it is specified as one of the coding options 
for the third generation standard. Indeed, the introduction of turbo codes in 1993 was 
considered as one of the most exciting and important developments in digital communications 
10 in many years. By using turbo codes, error correction can be done within 0.7db of the Shannon 

limit, which is the theoretical limit of decoder performance. However, turbo coding and 
decoding is not a trivial exercise, and coders/decoders (codecs) based on turbo codes are quite 
complex. Such complexity, in the digital world, typically leads to slower processing and greater 
power consumption than other coding techniques that may be under consideration. 

15 

Turbo decoders, in particular, utilize complex decoding algorithms. Specifically, turbo 
decoders operate in an iterative fashion and, thus, require a number of computations to decode 
the signal accurately. The iterative decoding algorithm is typically performed in log space and 
referred to as the log-MAP decoding algorithm. One of the reasons that the log-MAP algorithm 
20 is useful involves the computational phenomenon that while multiplications and divisions are 

difficult in linear space, such multiplications and divisions become additions and subtractions, 
respectively, in log space. Although additions and subtractions in linear space become more 
difficult in log space, there are typically many more multiplications and divisions in linear space 
MAP decoding, so it generally makes sense to convert computations to log space and use the 
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log-MAP algorithm. Indeed, if the MAP algorithm was performed in linear space, it would be 
so complex that it would be difficult, if not impossible, to achieve real time operation. Other 
advantages of operating the log-MAP algorithm are well known and need not be repeated 
herein. 

5 

One awkward computation when operating the log-MAP algorithm is the log of the 
sums of exponentials: ln(e a + e b + e° + . . .). This problem can be simplified using the following 
formula: ln(e a + e b ) = max (a,b) + In (1 + e ,ab| ). This entire operation is often referred to as the 
max* function. Because of the computational complexity of the max* operation, a further 
10 simplification is often made by simply ignoring the second term of the max* function. This 

algorithm is typically referred to as the max-log-MAP algorithm. Although the max-log-MAP 
algorithm reduces the number of operations required, it also increases the bit error rate of the 
decoder because the computations are not as accurate. Indeed, it has been shown that coding 
gain of a log-MAP decoding is superior by 0.7db as compared to the max-log-MAP algorithm. 

15 

Even in codecs that utilize the max* operation, different methods exist for implementing 
this function. For example, digital signal processors (DSPs) are often used to perform the 
various codec functions, including the max* operation. However, DSPs are typically general 
purpose processors that must be programmed appropriately to perform the desired functions. 
20 As such, DSP codecs are typically slower and more power hungry than custom hardware 
codecs. 

In custom hardware codecs, the time required to perform a max* operation is linearly 
proportional to the clock speed of the codec, and the power consumption is proportional to the 
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number of gates used in the circuitry to perform the max* operation. To date, improvements in 
speed have largely been accomplished through increases in clock speed and optimization of gate 
design, but these techniques produce only limited improvements. Accordingly, it would be 
advantageous to identify other techniques to increase speed and/or reduce power consumption. 

5 

SUMMARY OF THE INVENTION 

Certain aspects commensurate in scope with the originally claimed invention are set 
forth below. It should be understood that these aspects are presented merely to provide the 
reader with a brief summary of certain forms the invention might take and that these aspects 
10 are not intended to limit the scope of the invention. Indeed, the invention may encompass a 
variety of aspects that may not be set forth below. 

In accordance with one aspect of the present invention, there is provided a turbo 
decoder having at least one lookup table adapted to process selected lower significant bits of a 
1 5 digital signal prior to a most significant bit of the digital signal becoming stable. As set forth 

by way of example below, by processing the selected lower significant bits in at least one 
lookup table prior to the most significant bit becoming stable, the turbo decoder can perform 
operations during time that would otherwise not be used for such operations, thus increasing 
the computational speed of the turbo decoder. 

20 

BRIEF DESCRIPTION OF THE DRAWINGS 

Advantages of the invention may become apparent upon reading the following 
detailed description and upon reference to the drawings in which: 
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Fig. 1 illustrates an exemplary wireless communications network in accordance with 
the present invention; 



Fig. 2 illustrates a block diagram of a device, such as a base transceiver station or a 
5 portable communication device, including a codec in accordance with the present invention; 



Fig. 3 illustrates a schematic diagram of a radix-2 max* circuit with a lookup table; 



Fig. 4 illustrates a schematic diagram of an exemplary architecture in accordance with 
10 the present invention for performing a faster max* computation as compared with the circuit 
set forth in Fig. 3. 
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DETAILED DESCRIPTION OF SPECIFIC EMBODIMENTS 

One or more specific embodiments of the present invention will be described below. 
In an effort to provide a concise description of these embodiments, not all features of an 
actual implementation are described in the specification. It should be appreciated that in the 
development of any such actual implementation, as in any engineering or design project, 
numerous implementation-specific decisions must be made to achieve the developers' 
specific goals, such as compliance with system-related and business-related constraints, 
which may vary from one implementation to another. Moreover, it should be appreciated that 
such a development effort might be complex and time consuming, but would nevertheless be 
a routine undertaking of design, fabrication, and manufacture for those of ordinary skill 
having the benefit of this disclosure. 

Turning now to the drawings, and referring initially to Fig. 1, an exemplary wireless 
communication system is illustrated and designated by a reference numeral 10. In any given 
cellular market, such as a typical metropolitan area, a wireless communications system 10, or 
cellular network, may include at least one mobile switching center 12 that is coupled to multiple 
base transceiver stations 14A-E via a network 16. The mobile switching center 12 is the switch 
that serves the wireless system, and it performs the function of switching calls to the appropriate 
destination and maintaining the connection. Indeed, the primary purpose of the mobile 
switching center 12 is to provide a voice path connection between a mobile telephone another 
telephone, such as another mobile telephone or a land-line telephone. A typical mobile 
switching center includes a number of devices that control switching functions, call processing, 
channel assignments, data interfaces, tracking, paging, call hand-off, billing, and user data 
bases. 
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The mobile switching center is typically coupled to the Public Switched Telephone 
Network (PTSN) 20, which is often referred to as a land-line telephone network. A typical 
cellular network includes a connection to the PSTN because a majority of all cellular telephone 
calls pass through the PSTN. 

The transceiver units 14A-E may take any suitable form. For example, the transceiver 
units may include antennas mounted on a tower, such as shown by the transceiver units 14 A, 
14B, 14D, and 14E, or the transceiver units may include an antenna mounted on a building, 
such as the transceiver unit 14C. Furthermore, the transceiver units 14A-E may communicate 
voice and/or data with any suitable communications device, such as portable cellular 
telephones 18 A, 18C, 18D, and 18F, vehicles having mobile cellular telephones and/or 
navigation systems 1 8E, computer systems having wireless modems 1 8B, and/or satellite 
systems. 

It should be understood that both the base transceiver stations 14 and the portable 
wireless devices 18 include, among many other things, a transceiver 30 that transmits and 
receives signals over the air interface via an antenna 32, as well as a coder/decoder (codec) 34 
that codes the signals prior to transmission and decodes the signals after receipt, as illustrated 
in Fig. 2. As can be appreciated, the codec 34 may take many forms. Indeed, even if turbo 
codes are used, the codec 34 may include a DSP or custom hardware to perform its coding 
and/or decoding functions. However, for the purposes of discussion of the present exemplary 
techniques, it is useful to discuss examples in which the codec 34 performs turbo coding and 



decoding and in which at least the circuitry for performing the max* operation is provided 
using custom hardware. 

Prior to discussing the exemplary architecture for performing a faster max* 
5 computation set forth in Fig. 4, it is useful first to discuss the operation of another circuit for 

performing the max* operation, so that comparisons can be made between the two 
architectures. Hence, to form a baseline in this exemplary comparison, Fig. 3 illustrates a 
schematic diagram of a radix-2 max* circuit, which is generally designated by the reference 
numeral 40. The circuit 40 receives digital input signals PMO, BM, and PM1 on lines 42, 44, 
10 and 46, respectively. Each of these signals is typically a 10-bit signal. The PMO and BM 

signals are delivered to an adder 48, and the PM1 and BM signals are delivered to a 
subtracter 50. The output of the adder 48 is delivered to the "0" input of a multiplexor 52 and 
to the input of a subtracter 54. Similarly, the output of the subtracter 50 is delivered to the 
"1" input of the multiplexor 52 and to the other input of the subtracter 54. 

15 

In 2's compliment arithmetic, it should be appreciated that when n-bit digital signals 
are added or subtracted, the result is an (n+l)-bit signal in which the most significant bit 
(MSB) indicates the sign, i.e., whether the number is positive or negative. In this example, 
the output from the subtracter 54 may be 12-bits, which are delivered to the negate circuit 58. 
20 Only the first 1 1 bits from the subtracter 54, i.e., bits 10:0, are delivered to the 11 1" input of 

the multiplexor 56. Meanwhile, the MSB, i.e., bit 1 1, is delivered on a line 60. 

The MSB not only serves as a decision bit on an output line 62 of the circuit 40, it 
also serves as a select signal on lines 64 and 66 for the multiplexors 52 and 56, respectively. 
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In other words, if the MSB is a logical 0, it will cause the multiplexor 52 to output onto the 
line 68 the 1 1-bit signal from the adder 48 delivered to the "0" input of the multiplexor 52, 
and it will also cause the multiplexor 56 to output onto the line 70 the 1 1-bit signal received 
on the "0" input of the multiplexor 56 from the negate circuit 58. Similarly, if the MSB is a 
5 logical 1 , it will cause the multiplexor 52 to output onto the line 68 the 1 1-bit signal received 

on the "1" input of the multiplexor 52 from the subtractor 50, and it will also cause the 
multiplexor 56 to output onto the line 70 the 1 1-bit signal received on the "1" input of the 
mulitplexor 56 from the subtractor 54. 

10 It should be appreciated that the output of the multiplexor 52 is the max function, 

while the output of the multiplexor 56 is used to perform the second function in the max* 
operation. It has been shown that the second function can be implemented with a lookup 
table (LUT) of only eight entries with minimal degradation in decoder performance. Because 
the second term is In (1 + e |a ~ b| ), the positive result, i.e., the absolute value of a-b, is selected by 

1 5 the MSB as the appropriate output on line 70 from the multiplexor 56. The first 4 bits, i.e., bits 

3:0, are delivered to a lookup table 72, and the upper 6 bits, i.e., bits 9:4, are delivered to a 
<C NAND reduce" circuit 74, Thus, while the lookup table 72 determines the appropriate result or 
value set by the first 4 bits (3:0), the NAND reduce circuit 74 tests the upper 6 bits (9:4) to 
determine whether they are all logical 0s. If so, the NAND reduce circuit 74 delivers a logical 1 

20 to an AND gate 76, which results in the output of the bokup table 72 being selected by the 
AND gate 76 and delivered to an adder 78. However, if any of the upper 6 bits (9:4) are a 
logical 1, the NAND reduce circuit 74 delivers a logical 0 to the AND gate 76 causing it to 
disregard the output of the lookup table 72. In either event, the adder 78 adds the result to the 
max operation and outputs the log sum on the line 80. 

ll 
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As can be seen from a study of the circuit 40, the most significant bit must be stable 
before the lookup table 72 can begin processing. This is true because the MSB is used to 
select the outputs of the multiplexors 52 and 56. However, bits which are being added or 
5 subtracted become stable from the least significant bit to the most significant bit. Therefore, 
even though bits 9:0 are available prior to the MSB becoming stable, the lookup table 72 and 
the NAND reduce circuit 74 cannot perform their operations until after the MSB becomes 
stable and selects the appropriate output from the multiplexor 56. 

10 To address one or more of the concerns mentioned above, an architecture is proposed 

in which the multiplexors are moved to the opposite side of the lookup table and the final 
adder so that the lookup table and the final adder may perform their operations prior to the 
most significant bit becoming stable. It should be appreciated that this circuit may be used in 
a custom hardware codec or as a co-processor in a DSP. As discussed below, the look up 

1 5 table(s) may commence operation after the least significant bits become stable, but before the 
MSB becomes stable, thus enhancing the speed of the circuit. One example of such an 
architecture is illustrated in Fig. 4 by the circuit 100. In the circuit 100, the input signals 
PM0, BM, and PM1 are delivered on lines 102, 104, and 106, respectively. The PM0 and 
BM signals are delivered to an adder 108, while the BM and PM1 signals are delivered to a 

20 subtractor 110. The output of the adder 108 is delivered to the inputs of adders 1 12 and 1 14, 

as well as the inputs of subtractors 116 and 118. Similarly, the output of the subtractor 1 10 is 
delivered to the input of the adders 120 and 122, as well as the input of the subtractors 116 
and 118. 



12 



The output of the subtracter 1 16 is separated such that the MSB, i.e., bit 11, is 
delivered on a line 124, the upper bits, i.e., 10:4, are delivered on the lines 126, and the lower 
bits, i.e., 3:0, are delivered on the lines 130. The MSB is delivered on the line 132 to a 
multiplexor 134 as a select bit, and the MSB is also delivered as an output of the circuit 100 
on a line 136 to be used as a decision bit. 

The upper bits (10:4) on the lines 126 are delivered to a first NAND reduce circuit 
138, and the lower bits (3:0) are delivered to a first lookup table 140. Since the MSB is not 
stable at the time the bits 10:0 are delivered to the first NAND reduce circuit 138 and the first 
lookup table 140, it is not known whether the result output by the subtracter 1 16 is positive or 
negative. Accordingly, the output of the subtracter 118 delivers the lower bits, i.e., 3:0, to a 
second lookup table 142 and the upper bits, i.e., 10:4, to a second NAND reduce circuit 144. 
Therefore, the output of the first circuit 138, 140 or the second circuit 142, 144 may 
eventually be chosen once the sign is determined when the MSB becomes stable. 

The output of the first NAND reduce circuit 138 is delivered to a multiplexor 146, and 
the output of the second NAND reduce circuit 144 is delivered to a multiplexor 148. The 
outputs of the first and second NAND reduce circuits 138 and 144 are determined in the same 
manner as the NAND reduce circuit 74 described previously. In other words, if all of the 
upper bits (9:4) are logical 0s, the NAND reduce circuits 138 and 144 output a logical 1, but 
if any of the upper bits (9:4) are a logical 1, the NAND reduce circuits 138 and 144 output a 
logical 0. 
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The output of the first lookup table 140 is delivered to the adder 1 14. The output of 
the adder 1 12 is delivered to the "1" input of the multiplexor 146, and the output of the adder 
1 14 is delivered to the "0" input of the multiplexor 146. Therefore, because the output of the 
first NAND reduce circuit 138 is delivered to the select input of the multiplexor 146, the 
information based on the first lookup table 140 will be delivered by the multiplexor 146 if the 
output of the first NAND reduce circuit 138 is "1," while the output from the first lookup 
table 140 will be disregarded if the output of the first NAND reduce circuit 138 is 0. 
Similarly, the output of the second lookup table 142 is delivered to the adder 120. The output 
of the adder 120 is delivered to the "1" input of the multiplexor 148, while the output of the 
adder 122 is delivered to the "0" input of the multiplexor 148. Thus, if the output of the 
second NAND reduce circuit 144 is 1, the information based on the output of the second 
lookup table 142 will be delivered at the output of the multiplexor 148, while if the output of 
the second NAND reduce circuit 144 is 0, the information based on the output of the second 
lookup table 142 will be disregarded in favor of the output from the adder 122. 

The outputs from the multiplexors 146 and 148 are delivered to the "0" and "1" 
inputs, respectively, of the multiplexor 134. Thus, when the MSB becomes stable, it is used 
to select the appropriate positive or negative result as the log sum to be output on the lines 
150. 

Because the multiplexors 146, 148, and 134 are placed on the downstream side of the 
lookup tables 140 and 142, the lookup tables 140 and 142 can start operating on the stable 
least significant bits long before the upper bits and the MSB become stable. Therefore, the 
time required for the lookup tables 140 and 142 to perform their operations is "hidden" as 
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compared with the operations of the lookup table 72 in the circuit 40. As a result, the time it 
takes for the lookup tables 140 and 142 to perform their operations does not contribute to the 
longest signal path in the circuit 100, while the time for the lookup table 72 to perform its 
operation clearly contributes to the longest signal path in the circuit 40. As a result, the 
5 circuit 100 performs the max* operation faster than the circuit 40 given similar process 

technology and constraints. 

A table illustrating a comparison of a radix-2 max-log-MAP algorithm, a radix-2 
max* algorithm, and the architecture illustrated in Fig. 4 is set forth below. 
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Table 1 Comparison of new design with prior art 



Design 


Size in Jqm Technology 


Speed 


Radix-2 max 


2110 gates 


2.22ns 


Radix-2 max* Circuit 40 


4350 gates 


2.87 ns 


Enhanced Radix-2 max* 
Circuit 100 


4430 gates 


2.59ns 



As can be seen from the above table, the circuit 100 performs each max* computation 
approximately 10% faster than the circuit 40, while using only approximately 2% more gates. 

15 

It should be understood that the circuit 100 is merely an example of a circuit that may 
be designed using the techniques described herein. Indeed, these techniques may be utilized 
in a circuit similar to the circuit 100, in which the multiplexors 146 and 148 may be located 
20 between the lookup tables 140 and 142 and the adders 1 12, 1 14, 120, and 122. Indeed, while 

the invention may be susceptible to various modifications and alternative forms, specific 
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embodiments have been shown by way of example in the drawings and have been described 
in detail herein. However, it should be understood that the invention is not intended to be 
limited to the particular forms disclosed. Rather, the invention is to cover all modifications, 
equivalents, and alternatives falling within the spirit and scope of the invention as defined by 
5 the following appended claims. 
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